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ACTIONNEUR ELECTRIQUE  E50 - E210

E 65 - E 110

CARACTERISTIQUES TECHNIQUES

CARACTERISTIQUES
- Actionneur électrique robuste avec des paliers pour roue à  
  denture  hélicoïdale.

- Arrêt sécurisé

- Protection thermique du moteur

- Bague d’accouplement interchangeable pour montage sur dif  
  férents axes

- Indicateur mécanique de position

- Commande manuelle de secours

- Sans entretien, lubrifié à vie

Type: E 50 - E 210
Service: Classe C suivant EN WI 6900095
Platine de 
raccordement:

EN ISO 521

Temps de manœuvre: 6-180s
Protection contre la 
corrosion:

C4 suivant EN WI 6900095 testé suivant 
EN 600068

Classe de protection: IP 67 suivant EN IEC 60529
Isolation: Classe F
Contact de fin de 
course:

max 250V AC, 3A pour version DS
max 250V AC, 3A pour version WS
max 24V cc, 10A pour version GS

Plage de température: -20°C/+70°C
Presse étoupe: 2 x M20 x 1.5 ;  min=6mm, max=13mm
Volant: 15 tours pour 90°

Couple au volant: E50 8 Nm
E65 4 Nm
E110 20 Nm
E160 35 Nm
E210 50 Nm

APPLICATIONS

- Eaux et traitements des eaux

- Industries chimiques

- Industries automobile

- Industries du bâtiment

E 160 - E 210
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DIMENSIONS E50 - E210

CARACTERISTIQUES TECHNIQUES
Interface avec le robinet: EN ISO 5211

Dimensions [mm]

Type A B C D E F G H I J
Poids
[kg]

E 50 110 149 210 123 87 124 126 42 80 73 5
E 65 119 172 235 123 112 139 125 42 80 78 7
E 110 136 247 257 145 112 139 150 58 125 88 14
E 160 157 280 282 170 112 139 175 89 200 112 25
E 210 212 352 274 162 112 139 240 125 315 84 40

Type E 50
WS

E 65
WS

E 65
DS

E 65
GS

E 110
WS

E 110
DS

E 110
GS

E 160
WS

E 160
DS

E 160
GS

E 210
DS

Temps de 
manœuvre 0-90° 25 s 6 s 6 s 6 s 12 s 12 s 6 s 24 s 24 s 12 s 24 s

Couple nominal 40 Nm 100 Nm 100 Nm 100 Nm 400 Nm 400 Nm 360 Nm 1000 Nm 1000 Nm 800 Nm 3500 Nm
Courant nominal 0,15 A 0,7 A 0,3 A 5 A 1,3 A 1,0 A 8,8 A 1,3 A 1,0  A 8,8  A 1 A

Courant de
démarrage 0,18 A 1,0 A 0,3 A 8,0 A 2 A 1,8 A 12,5 A 2  A 1,8 A 12,5 A 3,2 A

Consommation 0,04 kW 0,16 kW 0,09 kW 0,08 kW 0,26 kW 0,22 kW 0,4 kW 0,26 kW 0,22 kW 0,4 kW 0,54 kW
Tension 230 V 230 V 400 V 24 V 230 V 400 V 24 V 230 V 400 V 24 V 400 V

Fréquence 50 Hz 50 Hz 50 Hz - 50 Hz 50 Hz - 50 Hz 50 Hz - 50 Hz
Service 30 % 30 % 30% 30% 30% 30% 30 % 30% 30% 30% 30%

Classe de protection IP 67 IP 67 IP 67 IP 67 IP 67 IP 76 IP 67 IP 67 IP 67 IP 67 IP 67
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OPTIONS

E 110 E 160 E 210E 65E 50* 

Couvercle avec indicateur de position(E 65 - E 210)

Contact fin de course additionnel Recopie de position 4-20 mA Potentiomètre 1000 Ω Limiteur de couple Temporisateur

Carte mère

Boîtier fin de course avec presse étoupe

Couvercle avec indicateur de position (E 50)

*Version triphasé non disponible
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CERTIFICAT

4.4E 50 - E 210
www.ebro-armaturen.com
post@ebro-armaturen.com

08.2008   2.0   LD

E160 and E 210

TECHNICAL DATA

FEATURES

- Compact electric actuators with a robust, completely ball beared
  wormgear

- Safe arresting by self-inhibition

- Changeable clutch nuts for mounting on different shaft ends

- Mechanical position indicator disc for an optical control of  the
  valve´s position

- Motor with thermic winding protection switch

- Hand wheel enables immediate hand emergency operation if   
  necessary

- Maintenance-free, long life service by continious lubrication

GENERAL APPLICATIONS:

- Water and waste water technology

- Chemical industry

- Car industry

- Civil engineering

- Allerorts einsetzbar, wo Absperrklappen eingebaut werden

ELECTRIC ACTUATORS TYPE E 50 - E 210

E 65 and E 110

Types: E 50 - E 210

Duty class: Class C acc. to prEN WI69000095 

Valve interface: EN ISO 5211

Actuation time: 30 s - 180 s

Corrosion protection: C4 acc. to prEN WI 6900095
tested acc. to EN 600068-2-52

Protection class: IP 67 acc. to EN IEC 60529

Insulation class: F

Limit switches: max. 250 V AC,   3A für DS-Antriebe
max. 250 V AC,   3A für WS-Antriebe
max.   24 V AC, 10 A für GS-Antriebe

Operation temperature: -20 °C - +70 °C

Cable glands: 2 x M20 x 1,5; Ø min = 6 mm, Ø max = 13 mm

Hand wheel: 15 revolutions for for 90°

Hand wheel torque:     8 Nm for E50
    4 Nm for E65
20 Nm for E110
35 Nm for E160
50 Nm for E210

CERTIFICATE
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