
6.2EB-SYD

principu dvojité kyvné kulisy. 

nastavení jako standard

Konstrukce koncového VDI/VDE 3845

olejem

EN ISO 5211

principem dvojité kyvné kulisy
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1 1 EN AW 6063-T6 2 70 NBR
2 2 EN AC 46000 2 70 NBR
3 1 EN AC 46000 1 70 NBR
4 1 EN AC 46000 1 70 NBR
5 1 16 Mn Cr 5 1 C 75
6 1 16 Mn Cr 5 / Sint D30 1 C 75
7 1 23 1 42 Cr Mo 4 V
8 1 26 8 A2-70
9 1 27 2 A2-70
10 1 30 2 ks
11 1 31 1 EN AC 46000
12 1 1 70 NBR
13 2 16 Mn Cr S 5 33 2 A2-70
14 2 100 Cr 6 34 1 EPDM
15 2
16 2
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Krouticí momenty uvedené v tabulce pneumatického pohonu typu 

KROUTICÍ MOMENT V Nm

Typ
EB 4.1 11 13 16 18 20 22 25 27 31 36
EB 5.1 36 38 44 51 57 63 70 76 89 101
EB 6.1 65 78 91 104 117 130 143 156 182 208
EB 8.1 104 125 146 166 187 208 229 250 292 333
EB 9.1 157 189 220 252 283 315 346 378 441 504
EB 10.1 220 265 309 353 397 441 485 530 618 706
EB 12.1 381 457 534 610 686 762 839 915 1067 1220
EB 265 - 647 755 863 971 1079 1187 1295 1510 1726
EB 270 - 991 1157 1322 1487 1652 1817 1983 2313 2643
EB 280 - 2001 2334 2667 3001 3334 3668 4001 4668 5335
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EB4.1-SYD – EB12.1-SYD EB265 – EB280

Typ ØF G*** H H1 H2 J K L L1 L2 N P ØR T
EB 4.1 F04/05* 10/11/12/14 66 30 - 57 48 148 - - 80 30 - 13/16
EB 5.1 F04/05* 10/11/12/14 77 30 - 72 57 174 - - 80 30 - 13/16
EB 6.1 F04/05/07* 11/12/14/16/17 91 30 - 88 65 224 - - 80 30 - 19
EB 8.1 F05/07/10 12/14/16/17/22 108 30 - 100 71 258 - - 80 30 - 19
EB 9.1 F07/10 14/16/17/22 120 30 - 110 78 311 - - 80 30 - 19

EB 10.1 F07/10 14/16/17/22 128 30 - 122 82 334 - - 80 30 - 24
EB 12.1 F10/12 17/22/24/27 156 30 - 145 93 392 - - 80 30 - 29
EB 265 F12/16 32/36 232 30 3 152 - - 195 195 80 30 85 60
EB 270 F12/16/25** 32/36/46 278 30 4 220 - - 145 270 130 30 100 60
EB 280 F12/16/25 32/36/46 278 30 5 220 - - 275 275 130 30 130 60

Typ EB4.1 EB 5.1 EB 6.1 EB 8.1 EB 9.1 EB 10.1 EB 12.1 EB 265 EB 270 EB 280


